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Amplifier Channel & Polarity NL8 connection 19-pole Connector & Pin

1 A, positive Amp 1, 1+ A, Pin 1

1 A, negative Amp 1, 1- A, Pin 2

1 B, positive Amp 1, 2+ A, Pin 3

1 B, negative Amp 1, 2- A, Pin 4

1 C, positive Amp 1, 3+ A, Pin 5

1 C, negative Amp 1, 3- A, Pin 6

1 D, positive Amp 1, 4+ A, Pin 7

1 D, negative Amp 1, 4- A, Pin 8

2 A, positive Amp 2, 1+ A, Pin 9

2 A, negative Amp 2, 1- A, Pin 10

2 B, positive Amp 2, 2+ A, Pin 11

2 B, negative Amp 2, 2- A, Pin 12

2 C, positive Amp 2, 3+ B, Pin 1

2 C, negative Amp 2, 3- B, Pin 2

2 D, positive Amp 2, 4+ B, Pin 3

2 D, negative Amp 2, 4- B, Pin 4

3 A, positive Amp 3, 1+ B, Pin 5

3 A, negative Amp 3, 1- B, Pin 6

3 B, positive Amp 3, 2+ B, Pin 7

3 B, negative Amp 3, 2- B, Pin 8

3 C, positive Amp 3, 3+ B, Pin 9

3 C, negative Amp 3, 3- B, Pin 10

3 D, positive Amp 3, 4+ B, Pin 11

3 D, negative Amp 3, 4- B, Pin 12

19-pole connector A

19-pole connector B

 



 



 

Switch Port Amplifier Purpose VLAN

1 1 Dante Primary 2

2 1 Dante Secondary 3

3 1 Control Data 2

4 2 Dante Primary 2

5 2 Dante Secondary 3

6 2 Control Data 2

7 3 Dante Primary 2

8 3 Dante Secondary 3

9 3 Control Data 2

10 Front Panel Dante Primary 2

11 Front Panel Dante Primary 2

12 Front Panel Dante Secondary 3

13 Front Panel Dante Secondary 3

14 Front Panel Control Data 2

15 Front Panel Control Data 2

16 Front Panel Trunk Port 2

17 Front Panel Trunk Port TRUNK 

18 Front Panel Trunk Port TRUNK 

19 Front Panel Optional Optical TRUNK 

20 Front Panel Optional Optical TRUNK 
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